Ceverre

2009 Double Hung

February 2009



2009 Double Hung

Hidden jamb liner
(no exposed track or
vinyl) for a cleaner,
traditional aesthetic

Wood jamb cov Integrated
brass screws a profiled
grommets, allow glazing leg,
easier service a replicating

to balance syste traditional
- architecture

Design.  Create.  Inspire.




2009 Double Hung tewrre

Hidden Jamb Liner (no exposed track
or vinyl) for a cleaner, traditional
aesthetic

Stile and Rail Cladding for
traditional aesthetic

Thermally Broken Aluminum Sill
for better performance
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Heritage Sill Nosing

|

1 11/16” Face




Lock and Keeper

Design. Create. Inspire.




Construction Lock tewrn

Construction lock has a smaller
footprint than the finished lock,
allowing painters to paint up to the
lock without taping.

Hardware, including brass screws
and grommets are packaged
separately.
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Traditional Sash Lift




Integrated Tilt Latches




Rabbeted Head

Top sash slides into a traditional /

style rabbeted head, eliminating
the interior head stop
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Thermal Break and Sill Block

Bronze integral thermal break and
structural sill block for better
performance
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cCorner Section o sMm or sill Nosing)

Closed cell insulation (resistant to
moisture/water vapor, fungi, and

/ mildew) minimizes the amount of
field-applied insulation. Sill shims not

shown
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cCorner Section o sMm or sill Nosing)




cCorner Section o sMm or sill Nosing)




Corner Section (iat BM and Heritage Sill Nosing)
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2009 Double Hung
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